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T ESTING OF THE CLAIMS 

This listing of claims, including the amendments indicated below, is intended to replace all 
prior versions, and listings, of claims in the application 

1. (Canceled) 

2. (Currently Amended) A system according to claim [[1]] 15, wherein the data analysis 
l utaiii; (6) ar c unit connected to a real time the special service module (8) and aiiaiigcd is operative 
to inform said real time special service module [[(8)]] every time the data analysis means detect umt 
detects an entrance/exit of a subscriber in a foreign network, in order to make it possible for the real 
tone special service module [[(8)]] to immediately provide real time services spegjjal to the subscribers 
in a foreign network, without having to make prior consultations. 

3. (Currently Amended) A system according to claim [[1 ]] 15, wherein the system further 
comprises an event-based service module [[(9)]] connected to an event generator [[(11)]] and 
arranged so that when the event generator [[(11)]] generates a service for subscribers located in 
foreign networks, the event-based service module [[(9)]] accesses the second data storage means (7) 
unit to obtain the information on which subscribei? are located in foreign networks [[(3)]], in order 
to provide the service to said subscribers. 

4. (Currently Amended) A system according to claim [[!]] 15, wherein the second data 
storage iiicaiis (7) a r c unit is arranged to contain data regarding features of each foreign network 
[[(3)]], in order to make it possible for the system to determine which network different received data 
belong to, and to adapt the contracted services to the features of the foreign network in which the 
subscriber is located. 

5. (Currently Amended) A system according to claim 2, wherein the data analysis mcam(O) 
are unit is arranged so that when said analysis means (6) detect an entrance of a subscriber into a 
foreign network is detected , said data analysis means c onsider unit registers that the subscriber has 
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entered into a foreign network, storing and causes this information to be stored in the second data 
storagemttfffi^myl> tjpdating the current subscriber location aiid cuimumiiuatlns tb Is to be updated 
anH rnmrminicated to the r e al time soedal service module [[(8)]]. 

6. (CuireBtly Amended) A system according to claim 2, wherein the data analysis means (6) 
ar e aAiaiigcd^u llj^t when said di i dlysis iiiLJAu; unit is operative to detect [[an]] exit of a subscriber 
from a foreign network [[(3)]], Uii. mAyi>h iuaafl (6) andto verify whether notification has been 
received that the subscriber has entered into another foreign network [[(3)]], the data analysis means 
unit further being ar r ang e d operative so that: 

if the result of tlie verification is affirmative, the data analysis nit aub uuiisidcr unit considers 
that the subscriber has entered into another foreign network, boxing this infor m aliuu and updating 
and causes tihie current subscriber location to be stored in the second data storage means (7) mut, and 
cummuiucating tliis communicated to the real time service module [[(8)]]: whereas 

if the result of the verification is negative, the data analysis means cuiii^iilt unit consulte the 
homcnetwork [[(1)]] to verify whether the subscriber has again entered the home network, and if an 
affirmative response is obtained, the data analysis mcdAJseliiiunatc unit causes the corresponding entry 
in the second data storage means (7) imittnhe eHminated and report causes thi s to beygpQrtgdtP tb e 
real time service module. 

7. (Currently Amended) A system according to claim [[1]] 15, wherein the second data 
storage means (7) a r c ar r ange d unit is operative to store a log of all the visits made by each subscriber 
to the foreign networks so as to permit consultation thereof by other systems. 

8. (Currently Amended) A system according to claim 2, wherein the system further 
comprises an event-based service module [[(9)]) connected to an event generator [[(U)]] and 
arranged so that when the event generator [[{1 1)]] generates a service for subscribers located in 
foreign networks, the event-based service module [[(9)]] accesses the second data storage means (7) 
unit to obtain the information on which subscribers are located in foreign networks [[(3)]], in order 
to provide the service to said subscribers. 

00728959.1 ^ 



PAGE Hia' RCVD AT 11/14/201)5 4:26:18 PM {Eastern Standi 



11/14/2005 16:16 FAX 212 382 0888 OSTROLENK, FABER @007 



9. (Cuireutly Amended) A system according to claim 2, wherein the gecpnd d^ t a storage 
m « !.flijii(7)aitiuiai i ficd unit is operative to store a log of all the visits made by each subscriber to the 
foreign networks so as to permit consultation hereof by other systems. 

1 0. (Cuirently Amended) A system according to clwm 3 , wherein the sgCfffld 4ata storage 
iiiuma (7) .ill. flanged unit is operative to store a log of all the visits made by each subscriber to the 
foreign networks so as to permit consultation thereof by other systems. 

1 1 . (Currently Amended) A system according to claim 4, wherein the second data storage 
meauh(7)im,aiiimged unit is onerative to store a log of all the visits made by each subscriber to the 
foreign networks so as to peimit consultation thereof by other systems. 

12. (Cuirently Amended) A system according to claim 5, wherein the sgOPn<j #ta storage 
m eaub(7)ai ' taiTangcd unit is operative to store a log of all the visits made by each subscriber to the 
foreign networks so as to permit consultation thereof by other systems. 

13. (Currently Amended) A system according to claim 6, wherein the s^con4 dttf^ storage 
m>.jiij> (7) aic diianged unit is operative to Store alog of all the visits made by each subscriber to the 
foreign networks so as to permit consultation thereof by other systems. 

14. (Currently Amended) A system according lo claim 8, wherein the second data storage 
■ . . x ■■■ i L (7) ^1 f. j i i I AH gtLd unit is operative to Store a log of all the visits made by each subscriber to the 
foreign networks so as to pwmit consultation thereof by other systems. 

1 5. (New) A system for tracking mobile telephone subscriber units to permit provision of 
special services to a subscriber traveling between a home networic and a foreign network and for 
storing information indicative theirof; the home network and the foreign network being part of a 
plurality of mobile teli^hone networks interconnected through a gateway, said gateway being 
arranged to provide communication with the mobile subscriber accessmg the respective foreign 
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network and to provide, as part of the noimal operation of the networks, for the transmission of 

signaling parameters between the foreign networic and the home network, said signaling parameters 

including an indication of mobile subscribers entering and exiting the foreign network, as well as data 

regaiding the foreign network and data regarding the mobile subscriber, the home network including 

a first data storage unit operative to store an indication that said mobile subscriber is in the foreign 

network in response to said signaling parameters; wherein the system comprises: . . 

a data processing unit connected between the gateway and the home network, 

a data analysis unit coupled to the data processing unit; 

a second data storage unit coupled to the data processing unit; and 

a special service module; 

said data processing unit being operative to detect, on the basis of information circulating through 

the gateway^ the signaling parameters including the indication of entrance and exit of the one 

or more mobile subscribers in and from the respective foreign network, the dataregaiding the 

foreign network and the data regarding the mobile subscriber, 
the data processing unit further being operative to separate and send the detected signaling parameter 

data to the data analysis unit, 
the data analysis unit being operative to identify subscribers of the associated home network entering 

and exiting a foreign network, and to generate identifying data regarding the foreign network 

and the mobile subscribers in the foreign network, 
the data analysis unit being further operative to provide the identifying data generated thereby to the 

second data storage unit, 
tlie second data storage imit being operative to store the identifying data, 

the special service module being responsive to the identifying data stored in the second data storage 
unit to provide contracted special services to the mobile subscribers in the foreign networks. 
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